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RAMPART 358

Fax:     1-204-284-1868
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 115 Lowson Crescent
Winnipeg, Manitoba, Canada, R3P 1A6
Phone: 1-866-300-1110

INSTALLATION DETAIL

 

DETAIL A2 - OPTIONAL MOUNTING DETAIL

CARRIAGE BOLT

BREAKAWAY NUT

SPIDER CLIP

8mm STAINLESS STEEL 

8mm STAINLESS STEEL

DETAIL A1 - STANDARD MOUNTING DETAIL

152
6.0  

 6.0 
152

 4.5 
114

 
114
4.5  

118.1 [3001]

PANEL HEIGHT # OF CLIPS / POST

48.7 [1236] 4

72.2 [1833] 6

95.7 [2430] 9

4' [1.2M]

6' [1.8M]

8' [2.4M]

10' [3M] 10

DRIVEN METHOD

SEE CHART

FLANGE MOUNT OPTION

MOUNTING CLIP QUANTITY 

CONCRETE FOOTING

100.0  LINE POST

FOOTING DIAMETER AND DEPTH
ARE DEPENDENT ON SITE CONDTIONS

 CORNER / END POST98.8
2510

2.5 [64] x 2.5 [64] x .13 [3] HSS POST

3.0 [76] x 3.0 [76] x .13 [3] HSS POST

2540

SEE CHART
PANEL HEIGHT
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1/4" FLAT WASHER

SPIDER CLIP

M8x45 ARGUS ONE WAY
TAMPERPROOF SCREW


